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DESKTOP CNC ROUTER

CYLINDER CNC ROUTER GANTRY CNC ROUTER 



CAD-Mech Engineering Pvt. Ltd.
Corporate Address:
Regd. off.: S.N. 64/3/4/6/1/1A,FL-24, 
Suyash Apt., Wadgaon Bk, Pune - 411041.
Call : +91 8380004507, +91 7276032488 
Email : mktg@cadmech.co.in
Website: cadmech.co.in

TYPE DESKTOP CNC ROUTER 
GANTRY CNC 

ROUTER 
CYLINDER CNC ROUTER 

Model BE2216 BE3000 BE3222 BE4036 BE5070 BC100 BC200 BC250 

Table Size / 

X 320 mm x 
Y 150 mm  
(X 12.6 x Y 
5.9 inches) 

X 450 mm x 
Y 440 mm  
( 17.7 × 17.3 
inches ) 

X 440 mm × 
Y 250 mm  
( 17.3 × 9.8 
inches ) 

X 544 mm  x 
Y 450 mm  
( 21.4 × 17.7 
inches ) 

X 663 mm x 
Y 900 mm  
( 26 × 35.5 
inches ) 

NA 

Table Load 
Weight 

Max. 3kgs  
( 6.61 lbs ) 

Max. 5 kgs ( 11 lbs ) 
Max. 15 kgs  

( 33.1 lbs ) 
Max. 20 kgs  
( 44.1 lbs ) 

Max. 2 kgs 
(4.4 lbs) 

Max. 6 
KG(13.2 lbs) 

10 KG  
(22.05 lbs) 

Engraving Area 

X 220 mm x 
Y 160 mm x 
Z 63 mm 
(8.7 x 6.3 x 
2.5 inches) 

X 300 mm x 
Y 300 mm x 
Z 100 mm  
( 12 × 12 × 4 
inches ) 

X 360 mm × 
Y 260 mm × 
Z 76 mm 
 ( 14.1 × 
10.2 × 3 
inches ) 

X 400 mm x 
Y 360 mm x 
Z 63 mm 
(15.7 × 14 × 
2.5 inches ) 

X 510 mm x 
Y 760 mm x 
Z 100 mm 
(20 × 30 × 4 
inches ) 

Z-Axis:  
63 mm(2.5 
inches) 
X-Axis: 180 
mm  
(7.1 inches) 

Z-Axis:  
100 mm (4 
inches) 
X-Axis: 300 
mm  
(12 inches) 

Z-Axis:  
100 mm (4 
inches) 
X-Axis:  
500 mm  
(20 inches) 

Turning Dia NA 
Max.  
∅75 mm  
(3 inches) 

Ø 200 mm 
(8 inches) 

Ø 200 mm (8 
inches) 

Clamping Tool NA 

Plum 
Blossom 
Thimble 
4-Jaw lathe 
chuck 
(Optional) 

Plum 
Blossom 
Thimble 
4-Jaw lathe 
chuck 

Plum Blossom 
Thimble 
4-Jaw lathe 
chuck 

Max.Engraving 
Speed 

2,500 mm/min (98 inches/min) 

Engraving 
Material 

Plastic (ABS, Acrylic), Wood, Foam, Styrene foam, Modeling Wax, Epoxy 
tooling Board...etc 

Plastic, Wood, Foam, Modeling wax, Styrene 
foam, Epoxy tooling board, ABS, MDF board, 
PVC, POM, Artificial marble, Aluminum plate, 
Two-color board, Soft metal (Copper, 
Aluminum, Gold, Silver), etc. 

Software 
Resolution 

0.02 mm (0.001 inch) 

Mechanical 
Resolution 

0.02 mm (0.001 inch) 

Spindle Motor 
150W 
Brushless DC 
Motor 

200W Brushless DC Motor 
350W 

Brushless DC 
Motor 

150W 
Brushless 
DC Motor 

200W 
Brushless 
DC Motor 

350W 
Brushless DC 
Motor 

Spindle Speed The spindle speed is adjustable. Also, the maximum spindle speed is 20,000 RPM. 

Tool Diameter ER-11 Collet: 3, 4, 6 mm 

Inter
face 

USB 

Power Supply 

100~120V 
50/60HZ 
Output: 
DC24V 
6.5 A 

 
200~240V, 
50/60HZ 
Output: 

DC24V 6.5 A 

100~120V 50/60HZ 
Output: DC24V , 8.8 A 

 
200~240V 50/60HZ 

Output: DC24V, 8.8 A 

100~120V 
50/60HZ;  
200~240V 
50/60HZ 

 
Output: 
DC24V 
14.6A / 

100~120V 
50/60HZ 
Output: 
DC24V 
6.5 A 

 
200~240V, 
50/60HZ 
Output: 

DC24V 6.5 A 

100~120V    
50/60HZ 
 Output: 

DC24V , 8.8 A 
 

200~240V 
50/60HZ 
Output: 

DC24V, 8.8 A 

100~120V    
50/60HZ 
 Output: 

DC24V , 14.6 A 
 

200~240V 
50/60HZ 
Output: 

DC24V,14.6 A 

Power 
Consumption 

3.0 A 4.0 A / 2.0 A 6.8 A / 3.4 A 3.0 A / 2.0 A 4.0 A / 2.0 A 6.8 A / 3.4 A 

Machine Size 

390 x 400 x 
425 mm  
(15.3 x 15.8 x 
16.7 inches) 

540 x 530 x 
530 mm 
(21.3 × 20.9 × 
20.9 inches ) 

535 × 530 × 
430 mm 
( 21 × 20.9 × 
16.9 inches ) 

630 x 527 x 
440 mm 
( 24.8× 20.7 
× 14.3 inches  

815 x 990 x 
560 mm 
( 32 × 39 × 22 
inches ) 

390 x 400 x 
425 mm 
(15.3 x 15.8 x 
16.7 inches) 

635 x 376 x 
610 mm 
(25 x 14.8 x 
24 inch) 

880 x 376 x 610 
mm 
( 34.6× 14.8 × 
24 inches) 

Net Weight 
14.70 kg 
(32.4 lbs) 

32.50 kgs 
( 71.5 lbs ) 

36 kgs 
( 79 lbs ) 

44 kgs 
( 97 lbs ) 

71.5 kgs 
( 157 lbs ) 

16 kgs  
(35.27 lbs) 

42 kgs 
( 92 lbs ) 

60 kgs 
( 132 lbs ) 

 

SPECIFICATION


